- Xem xét lại tiêu đề, với cá nhân tôi thấy rằng không có ứng suất của đường hầm mà chỉ có ứng suất trong khối đá xung quanh đường hầm.
- Xem xét từ khóa “downward mining”. Tôi cho rằng nó không đúng từ khóa chuyên môn.
- Tại mục “ENGIEERING GEOLOGY”, hãy nêu cụ thể mỏ than, nơi dự án thực hiện. Bài viết nêu “In a coal mine,…” là không rõ ràng.
- Tác giả có thể giải thích thêm về cơ sở xác định ở khoảng khoảng cách “b” dưới trụ than rộng “b” thì ứng suất bằng ½ ứng suất trên trụ than?
- Tại dòng 187, soát lại văn bản “K = 3, = 15 ~ 20°”
- Kiểm tra lại các thuật ngữ chuyên ngành, ví dụ “west wing return air roadway”? “west limp return air lane”? Các thuật ngữ này có cùng mô tả một đường không?
- Tại mục 4.1 “Modelling”, ứng suất đặt lên mặt trên của mô hình là bao nhiêu?
- Tại hình 8, có vẻ như mô hình chưa được thực hiện các bước cân bằng. Do đó hãy kiểm tra lại. Nếu như đúng như tôi dự đoán, thì kết quả tham chiếu trên các hình 10, 11, 12 và 13 phải được sửa đổi.
- Tại dòng 254, “Figure 7 shows…”, có vẻ như tác giả đang nhầm lẫn với hình 8?
- Tại dòng 147 “the average volume force of overlying strata 25KN/m3, trong khi tại dòng 259 “the original rock stress is 5.82 Mpa”. Như vậy có vẻ chưa đúng lắm với H = 200 m, hãy giải thích điều này.
- Như tôi đã đề cập, không có thuật ngữ “The mine pressure of the roadway”, ứng suất chỉ có trong khối đá xung quanh của đường.
- Tại hình 13, hãy thay đổi ký hiệu của các loại đường cong bởi sẽ rất khó xem khi nó được in không có màu.


- Reviewing the title, I see that there is no stress of tunneling; there is only stress in the rock mass surrounding the tunnel.
- Keyword “downward mining”. I don't think so.
- In the “ENGINEERING GEOLOGY” section, please specify the coal mine where the project will be implemented. The article stating “In a coal mine,…” is unclear.
- Can the author explain further about the basis for determining that at a distance “b” below a wide coal pillar “b”, the stress is 1/2 the stress on the coal pillar?
- At line 187, check the text “K = 3, = 15 ~ 20°”.
- Check the technical terms, for example “west wing return air roadway”? “west limp return air lane”? Do these terms describe the same roadway?
- In section 4.1 “Modelling”, what is the stress applied to the top surface of the model?
- In figure 8, it seems that the model has not been balanced yet. So, let's check again. If it is as I predicted, then the reference results in Figures 10, 11, 12, and 13 must be modified.
- At line 254, “Figure 7 shows…”, it seems that the author is confused with figure 8.
- At line 147, “the average volume force of overlying strata 25KN/m3, while at line 259 “the original rock stress is 5.82 Mpa”. This seems not quite right with H = 200 m. Please explain this.
- As I mentioned, there is no term “The mine pressure of the roadway”; the stress is only in the surrounding rock mass of the roadway.
- In figure 13, please change the symbols of the curve types because it is difficult to see when it is printed without color.
[image: ]
[bookmark: _GoBack][image: ]
image1.png
v @8 Thu-LeQuang Phuc-Outiock X I3 ScholarOne Manuscripts X €3 ScholarOne Manuscripts x| Br Google Dich x | Bk Google Dich x |+ — X

<« C % mcmanuscriptcentral.com/ese g x © O3 2
B @ ELIBRARY.RU - Pesy.. @ Microsoft Word - U...  (Z Hung dén An toan... Monuropurr ny6an.. & Kabuwet - Awtvnnar.. [ Thu muc méi

cholarOne Manuscripts™ Instructions & Forms | Help

Energy Science & Engineering

Open Access,

Thank you for your response.

Go to Log In Page




image2.png
Thank you for submitting your review of Manuscript ID ESE-2024-10-0714 for Energy Science & Engineering [email ref:
ENR-SW-6-]

WOA Admin<onbehalfof@manuscriptcentral com> © € Tal € Talita > Chyéntip
Téi: ® Le Quang Phuc

N 02/03/2025 894
02-Mar-2025

Dear Dr. Phuc:

Thank you for reviewing manuscript # ESE-2024-10-0714 entitied "Study on the mining pressure law of tunneling roadway in coal pilar of lower coal seam in the mining
hollow area" for Energy Science & Engineering.

On behalf of the Editors of Energy Science & Engineering, we appreciate the voluntary contribution that each reviewer gives to the Journal. We thank you for your
participation in the online review process and hope that we may call upon you again to review future manuscripts.

Sincerely,
Dr. Martin Graf-Utzmann
Deputy Editor-in-Chief

Energy Science & Engineering Editorial Office:
ese@uileycom

STk Chuyéntitp





